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P60

APPLICATION
· Bank
· Supermarket
· Bakery
· Cosmetics Store
· Cashless Vending

Note: All specifications are subject to change without prior notice.
※ Optional 

OS Android 9.0

Processor Octa-Core 1.8GHz

Memory 2GB RAM, 16GB ROM, Ext. TF card slot

Display 10-inch, 800*1280

Keys 1 Power Key, 2 Volume Keys
※ Pinpad

Face Camera 3D Depth Sensing Camera
※ Dual-lens Camera (RGB+IR)

SIM Slots 1 SIM

Communications LTE/WCDMA/GPRS/WiFi/Bluetooth

※ GPS Built-in

※ 1D/2D Barcode 
Reader Hardware  Decoding

※ Smart Card Reader ISO7816, EMV L1/L2 Certificate

※ Contactless Card 
Reader ISO14443 Type A/B, Mifare

※ Pinpad PCI Certificate

Audio Digital Audio Speaker

Peripheral Interface 2 USB, 1 USB(HID), 1 RJ45, 1 DC, 1 Micro 
USB

Power Supply 12V/2A

Bracket Desktop Stand

Dimensions (mm) 188 (L)*160 (W)*421 (H)

Environmental Operating temperature: -5℃~ 45℃
Storage temperature: -25℃~ 60℃

※ MDM Mobile Device Management

Certification EMV L1&L2, PCI, Paywave, Paypass, CE

Multiple Payment Terminal
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