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TPS900 smart EFT POS

oS Android 10
Processor Quad-Core 1.3GHz

1GB RAM, 8GB ROM,
3 Ext. TF card slot

Memory 3 2GB RAM, 16GB ROM

% 3GB RAM, 32GB ROM
Display 5.5-inch, 720*1280
Keypad Softkeys

Thermal Printer Paper width: 58mm, ®40mm

e Contactless Card ¢512443 Type A/B, Mifare

Reader
X Smart Card
. 1SO7816
Magnetic Card Track 1/2/3, bi-directional swipe, 1ISO7810,
Reader ISO7811, ISO7812, ISO7813
% Fingerprint ANSI/INCITS 378, ISO/IEC 19794-2
Scanner % FBl or STQC
X Iris Support
Rear: 5M Pixel, auto focus (Borcode
. software decoding)
¥ Front: 2M Pixel, fixed-focus
¥ Rear: 8MP or 13MP, auto focus
2 SIMs
APPLICATION e
9 ISO7816, 1 SAM
. ¥ SAM Slots X 2 SAMS
: Bankmg Communications  LTE/WCDMA/GPRS/WiFi/Bluetooth
- Catering X GPS Built-in
. : 1USB (Type-C shape)
Su permarket Peripheral Ports "> \ap (Type-C shape)
7 TOp—up Audio Digital Audio Speaker

X Microphone
- Healthcare Power Supply 5V/2A
7.6V/3000mAh,Li-ion
Battery ¥ 7.6V/4400mAh,Li-ion
3% 7.2V/2600mAh Li-ion(18650)

Charging
% Ethernet

Dimensions (mm) 212 (L)*82 (W)*55 (H)

% Docking Station

Operating temperature: -5°C~ 45°C

Al e el Storage temperature: -25°C~ 60°C

2 MDM Mobile Device Management
PCI PTS 6.x, EMV LI&L2, AMEX, EMV
Certification Contactless L1, Paywave, Paypass, MIR,

Rupay,Pure,TQM, CE, FCC, RoHS, BIS, Anatel

Note: All specifications are subject to change without prior notice.
¥ Optional
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